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1 7% 5 Product Characteristics

1.

AR 7 AR A — R AC JERE S 12.0V /500mA DC #i N, KA A HLE Redashl, 500 NI st
&, BefRFEm AT . ARFE. It is a smart charger with AC adapter (12.0V/500mA DC
output). It adopts intelligent single chip control. With accurate detection of battery’s status, each
channel can control charging quality to prevent insufficient charge and overcharge.

AT HEIFEH T 8.4V J7Ht LIIION Hijth 4 f#%h57 78 Hi .4 slots charging separately. This charger
is suitable for 8.4V LI-ION square battery.

fH FE A 70 AR S, B 3 R F A A R FVb FE R 22 8.4V, Constant current charge mode.
Charger checks the voltage of battery periodically to maintain cell’s voltage equal to 8.4V.

81 /NI 7S e A T PR, BRfRAE 224, Limitation of 8 1 hours charging time for safety.
ERFERA S e Ay, OGRS, K b IERE A T R RE R AT AT S e, T
Convenience with AC connection and correct battery placing.

HA rth S ORI T RE, B OR 78 HEL 4% S IR BRAE (F2 50 BB IL T AN IR 78 v 8% S it (U
BAE ALK ) e 5 Fit 7 HL) . Battery reverse connection protection function, to make sure
that battery or charger will not be damaged under the condition of reverse. (Please don’t charge
battery in the direction of reverse for a long time.)

XK A TRR R HUIRAS, W R B, Bicolor LED.

FCEH) DC &ML 4 AC TE LSRN, &N AR fEHARR 77 .

Input voltage: 100V-240V~ 50Hz/60Hz

TER: AN EEATE RS FEE MY DML E R, AR TR K TR Hi R 8.4V TT Bk

LI-ION Hijth.

Caution: this spec and charger are only suitable for 8.4V square LI-ION battery.

2 WS MERE Electrical Characteristics
2.1 BitE AC HFIERC# 4 N\ iK% Accessory AC adapter input and

output characteristics

211 E AC HIFERL 254 A\ L JE Accessory AC adapter input voltage

FINFJE: input voltage

100V-240V~ 50Hz/60Hz
2.1.200 % AC HLFIE AC 285 HH BLR 2 3 L5 Accessory AC adapter output no-load
DC current

it DC: output DC voltage
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12.0V
2.1.3[E AC HiJ & it #5 40 & far i FE R Accessory AC adapter output DC rated
current

HE M B rated output DC current

0.5A

2.2 <75 H 25 R PE Charger’s output characteristics
2.2.17% HLiE 8 25 5 L/ I B JE Charge channel’s no-load voltage and detected
voltage
I E R : detected voltage
12.0VE£2V X4CH
ek ST H R full-charged voltage(light shifts to green)
8.4V+0.1V X4CH
2.2.2%E T HR: (IEH 78 45 1F ) Rated charge current(normal condition)
WEFCHEIR  : rated charge current
100+:20mA X4CH
2.2.375H#, /72 Charge method
FHEF 7 /7. Constant current charge method.
2.2 4% Hi % B A- 3 Output short circuit protection
AR AR T RE, 24 I IE OB R I NIRRT B, TR KT LLAT ISR
Short circuit protection. The red light will flash if there is a wrong connection of battery’s
polarity or a short circuit.
FEH AR IR Short circuit current <1mA
2.2 .53t [ B2 {4 Battery reverse connection protection
A RERIPTIRE, M IE SRR, famAT 20T IR
Reverse protection. The red light will flash if there is a wrong connection of battery’s polarity.
L S 3% FELJ:  battery reverse current <1mA
2.2.6 ) #E i Reverse current
AR RE B reverse current <1mA, CYIETTHHI AR no AC input)
2.2.7 HORFE I PR #1) Limitation of the charging time
FETRN BB 78 S THN, 8 /MM G LR R B AR e, AR E L e i, fRIERBZ 4.
76 K IS B TR]Z) 8 /M. The charger will stop charging since the battery was placed in
charger for 8 hours no matter whether battery was fully charged or not.

2.2.8 & Hik Suitable battery
RICHEAE S 8.4V J7H LI-ION it
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This charger is suitable for 8.4V LI-ION square battery.
3 LED fE/~IR% LED indication
3.1LED #&7~ LED indication

ANHE e FHSRRIT —RK

FEHRA FREIERIT — LT H 5

TR FEHARIRAT —— 8T W%

By LI B B FEHIRIRAT —— 2L PR IA

No battery LED — light off
Charging LED —— red light
Full-charged LED —— green light
Output short circuit or reverse connection LED —— red light flash

4 &R 1% Applicable environment

4 1 TAEiRJE Working temperature

0-+35C

4.2 TAEEE Working humidity
TAE¥EFE: working humidity

<90% (CA455 no condensation) ;

4 31715 Storage temperature

W AFIRSE: storage temperature

-20-+80°C

4. AfE%VRE Storage humidity

FIXHEE: relative humidity

<85%

4.5 K5 J% /7 Atmospheric pressure

K5 JEJI: atmospheric pressure

70- 106KPa

5 HLB Mechanics

5.1 47w a4 B Appearance
BARYIMIL Bt B B 45 0 7 B 3R S 1l

The appearance and print can be customized
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5.2 K78 HL g E4 AR I Label

5

He ) B RAT
Label can be customized.

SIERL 28 /U B Adapter appearance
Ko7 AC & BC 28 BAR SN J. AC i N S hpviE i 25 ) B2 5K s 1

Accessory AC adapter appearance and AC plug standard can be customized.

6 TZEEfE Reliable characteristics

1

i IR SEIR Y 656°C £2°C, A ANVELEE, FRESIAN 5 . FERR NI E AR E S
XFHAM . FRARTIRE SR AVEREHEAT BRI . SRR TG RIIR . BRI LS ey an s, 4h
GBI ANA M LED fRRThRe A B AMERIEH .

High temperature test: under 65°C £2°C, the charger without packing, last for 5 hours. Then
take it into the room temperature, test its appearance, LED and electrical specification. The
appearance should have no scratches, burrs and other mechanical damage, metal parts rust
should have no corrosion. Insulation test has no breakdown or arcing phenomenon .LED
indication function and electrical performance works normally

R : SLIREN —20°C £3°C, M AERE, FRENTTRy 8 /M. 7RI T ERRE
JERILANI L FRoR DR S B BEEAT SR A W R BT RIR . R LS e Ui, A ER
GBS ANA T LED frnTRE & A MERE IR .

Low temperature test: under—20C £3°C, the charger without packing, last for 8 hours. Then
take it into the room temperature, test its appearance, LED and electrical specification. The
appearance should have no scratches, burrs and other mechanical damage, metal parts rust
should have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED
indication function and electrical performance works normally

TEEM IR : LI EN 40°C £2°C, BN 90%- 95%, FeanAde, FFLEFEA 48 /)
I o PR JE R AN Fa7R ThRe A FRPEREEAT BRI AP BTG RIR . B0 DL AL BN
Wil AheeEEE P A RA S LED R Thfe B AVERE IR

The constant humidity and heat test: under 40°C £=2°C, humidity 90%~95%, the charger

without packing, last for 48 hour. Then test its appearance, LED and electrical specification.
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The appearance should have no scratches, burrs and other mechanical damage, metal parts
rust should have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED
indication function and electrical performance works normally

4 HREHRLE: RN 10- 55Hz, IRIEH 0.35mm, A5 EFRIEIRIRECH 10 R, SEE e Xt 3
ML FROR DI RE S B REREAT BT AR RETERIR . B PAA L EN IR, SRR
HWAARAF M  LED FR/RIhRE A R IR
Vibration test: 10~55HZ, amplitude 0.35mm, Sweep cycles in each direction 10 times. Then
test its appearance, LED and electrical specification. The appearance should have no
scratches, burrs and other mechanical damage, metal parts rust should have no corrosion.
Insulation test has no breakdown or arcing phenomenon. LED indication function and electrical
performance works normally

5 BIERE: mEN 1K, LK EERN 20mm AR, 6 MNEE, BANHE 1R, LkEx
FOANU . 20T, feonThne KR VEREREAT BRI, MR RERI R EK . ANULTCRIE, T
S0 o
Drop test: from 1M, the test platform is the hardboard with 20mm thickness. 6 surface, once in
each direction. Then test its appearance, Dielectric strength, LED and electrical specification.
The appearance should have no damage, no abnormal noise inside; metal parts rust should
have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED indication

function and electrical performance works normally

AU SR Appearance requirements
oA B R P RC R, BRSO EAUNR G, ORI, SR R 0 T .

Charger case should be smooth and have no scratches, burrs and other mechanical damage,

complete and clear screen, the exposed metal parts no rust

1A 5 & & Volume And Weight
8.1/4&# Volume

L 119* W 61 *H38 mm3
8.2 # & Weight

net: 54g

HiFEFRE Sampling Standard

77 AT 36 2 IR MIL-STD-105E ARk 52 i R A A 5 7 b it BUAS 36 2 St RE R, JF A% B 9t
MK B R RPR R ET o AT ORI TR R AT

Product sampling reference MIL-STD-105E standards to meet the company's products quality

inspection of the sampling plan, and implement strict supervision. Also can be based on the customer
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requirement

10 .3 Packing

Pean A LB B AR, AR ARy ST o ERAT

Product can be packed with blister. Packing can be customized

11 {di Hy# = ZH 0 Caution

1878 A i 2 (T BCE 1) AC 1& e 4% -
Please use the accessory AC adapter.
2. ANAT DL EE AR T R O N T TR AA/ R R
Only suitable for 8.4V LI-ION square battery.
3. ANTIAER T 40°C A AR se r e x st 78 v s R IAE 35°C LU UM T 78 v, s AE 78 AL O I
AR R, BIEFRSR, WERCH.
Do not use the charger to charge when temperature is over 40°C, temperature below 35C is
recommended. It is normal that there is some heat when battery was fully charged.
4. 7 FL IR 7 32 T PRI R KU
Far away from heat and fire
SABZIMERR i I B Tt X R 558 v A FH A 7 el K Pl
Do not use the charger under the environment of acids, alkalis, and corrosion
6. 15 2R 78 AR HE K BT, DL %0 51 D 2 4 i)
Do not place the charger into rain or water, or may cause problems
7 ABZ1AATIRIT s B AR e, DL R AR B .
Do not disassemble charger and battery, to avoid danger
8. AMF /N HMAT A TS A% T 20K 78 R AR TBCE /% AT R A o 2 ) 1 7, DA S R AR S
Do not let children use the charger alone. Please place the charger out of the reach of children,

or it may cause dangerous.
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