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#E /| RATING

%3 /REMARKS

4 18 9.6V(7-8 I )75mA £ A 7 H 2 /4-slot
9.6V(7-8seires)75mA NI-MH battery charger

: 1§7t/slot type charger

: CH-RMH220-02

: I/P:DC 15V 500mA

O/P:8.4V. 9.6V

75mA X4CH
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1 P55 A Product Characteristics

1.

A 7RIS ORI B R ALV RedE ], AT b R, BRI AN 78 ARFE: BE 15.0V
/500mA ERE#E DC #i A . It is a smart charger with adapter (15.0V/500mA DC output). It adopts
intelligent single chip control. With accurate detection of battery’s voltage, each channel can
control charging quality to prevent insufficient charge and overcharge.

AFTHEAHEH T 715871 NI-MH Jr¥dith, 4 #8778 /. This charger is suitable for 7-8 series
NI-MH square battery. 4 slots charging separately.

E 78 AR, -AV RSN B £ 5 He s B3 78 He . Constant current charge method. -A\V detection
to ensure quick charge.

R ARG, SRS, MRt &E e, #APEFE. The charger applies
pre-charge to battery when battery’s voltage is low and fast-charge to battery when battery’s
voltage is higher than set value.

5 /NI 76 B 22 ANt IA) PR, B8 T %245, Limitation of 5 hours charging time for safety.

HA MR, MR TIEE, 7RHEARLLT 5%, Battery reverse connection protection, short
circuit protection. Red LED warning.

XK A TRR T HUIRAS, W R B, Bicolor LED.

&) DC ERC 2 AC % JE%i N . Input voltage: 100V-240V~ 50Hz/60Hz (accessory
adapter).

TER: VAN SEEATE i s AT Y B DAAR A e e S L, AR P B S 0 BT R B

BIHR 75, 87 NI-MH Jie it

Caution: this spec and charger are only suitable for 7-8 series square NI-MH battery.

2 5 {4 fE Electrical Characteristics
2.1 fice AC HLFIE L 28 % N\ i 5 Accessory AC adapter input/output

characteristics

211 E AC HIFERL 254\ HLJE Accessory AC adapter input voltage
i\ HJE input voltage: AC 100V-240V~ 50Hz/60Hz
212008 AC H RGN #8425 8 H & Accessory AC adapter output DC no-load
voltage
it DC :15.0V
output DC voltage: 15.0V
2.1.300 8 AC HL & IC 25 4 58 % H A Accessory AC adapter rated output current
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HE M HIR rated output current: 0.5A

2.2 A 75 H 284 HUREME Output characteristics
2.2.17¢ HLEIE 2 #H [ Voltage in no-load status
76 HLIEIE 254 FE IR Voltage in no-load status:
13.0V-15.0V X4CH
2.2.2%E T R : (IEH 78 45 F ) Rated charge current(normal condition)
#5E 76 HLFB rated charge current : 75+10 mA X 4CH
2.2 3878 FLFEA Trickle current
B A AR 10mA (MRS, #4FiE 10 7, #5188
Trickle current: 10mA (when battery was fully charged, charger will charge battery for 1 sec
and stop charge for 10 seconds periodically.)
2.2.47:H#75 Charge method
S HE 7 78 #1 )7 20 constant current charge method
2.2.5-AV fill¥5 - AV detection accuracy
-AV KN - -/AV detection accuracy<<15mV
2.2.6% 5 B8 {547 Output short circuit protection
20 L IE SRR S B R AT B, AR ARSI R <20mA, 2 5 B FRAR KT AL AR B
Charger’s output short circuit current<<20mA, red LED will flash about 5 seconds later.
2.2. 7% S - 3 Output reversely connection protection

L IE AR R AR T RS, SR AR RS T <30mA, £ 5 B aTRaRIT A NI
3

S

When battery’s polarities was wrongly connected and charger’s output short circuit
current <30mA, red LED will flash 5 seconds later.

2.2.8/x Inlis HLIit Reverse leakage current
FHEAARER: <5mA,  CHILTTHEHIARD
Charger’s reverse leakage current <5mA (when no AC input).
2.2.9 K 78 H A ] PR 1) Maximum limitation of the charging time
FETRN FL TG 78 AR T, 5/ oIt B e e i, e b e i, RIERb 2 4.
F R KR 5 /M.
The charger will stop charging since the battery was placed in charger for 5 hours no matter

whether battery was fully charged or not.
2.2.10 i& A Hith Suitable battery
ARFEHLIES 7. 87 NI-MH JyHedi,

This charger is suitable for 7-8 series square battery.
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3 LED #7717 LED indication
3.1LED #2s LED indication

FEHLAE LA TRRIT — BT 1 R R K

At AR —HRK

FEHRE TR ——4LU e

TR FRRIT —E T W

B L G S A TR ——4LIT tRiN

Power on LED--- red and green LED alternately light up for 1 sec then light off
No battery LED--- light off

Charge LED--- red light

Full-charger LED--- green light

Output short circuit or battery reversely connected

4 EFH¥F1E Applicable environments

4 1 TAEiRE Working temperature
0-+35C

4.2 TAE¥RE Working humidity

LED--- red light will flash

TAF#2E working humidity <90%  (A°%5#& no condensation)

4 31715 Storage temperature
W A7 & storage temperature :-20- +80°C
4. AfEEVRE Storage humidity
FAXTVEE : relative humidity <85%
4.5 K5 J% /7 Atmospheric pressure
K5 JE 77 atmospheric pressure: 70- 106KPa
5 ¥l Mechanics

5.1 A7 fas /MUK Appearance
BARAN B Je B 3% 2 7 SR 58 ]

Appearance and print can be customized
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5.2 47 L # Ba AR U Label
fh P EZERAT ]

Label can be customized.

5.3 &Mt 254U B Adapter appearance
ML AC &I 28 BRSNS B2 AC S NI S bt e 2% 7 Bk s

Accessory AC adapter’s appearance and AC input plug standard can be customized.

6 W54 #E Reliable characteristics

1 SRR SRR N 65°C £2°C, A ANVEAE, RREEEEDN 5 M. EEIR N REMAKE S
XPHANUL FRoRDhRe S PR REREAT BT . AN RIIR . Bl DS e AR A, 4
e B ANASM:;  LED fa/RThRe & A ERRIE R .

High temperature test: under 65°C £2°C, the charger without packing, last for 5 hours. Then
take it into the room temperature, test its appearance, LED and electrical specification. The
appearance should have no scratches, burrs and other mechanical damage, metal parts rust
should have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED
indication function and electrical performance work normally.

2 RS LR —20°C £3°C, pramALE, RREENTEDY 8 /NN, fEHR PR E KR
JERTEAN S Fa7n De S Bk Bt AT ORI AN R BT R BRI LS et , Ah ik
SR AN LED fanThRe A AR IR .

Low temperature test: under—20°C +3°C, the charger without packing, last for 8 hours. Then
take it into the room temperature, test its appearance, LED and electrical specification. The
appearance should have no scratches, burrs and other mechanical damage, metal parts rust
should have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED

indication function and electrical performance work normally.
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3 fEEEARK. SKRIEFN 40°C £2°C, BN 90%- 95%, i AR, FRETIANY 48 /)
ATEFIMR SR BT RIR . BRI LU BN

o XS HAN FR7R DI RE S TR RE
B3, A Fa e o AN s

LED f&7nDhfE S s PR RE IR

The constant humidity and heat test: under 40°C +2°C, humidity 90%~95%, the charger

without packing, last for 48 hour. Then test its appearance, LED and electrical specification.

The appearance should have no scratches, burrs and other mechanical damage, metal parts

rust should have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED

indication function and electrical performance work normally.
4 PR HF N 10- 55Hz, HRIEA 0.35mm, FANJ5 A EHSIER RECA 10 IR S E

SR FR7R T BE S HLTE R
P> AN AT Bk

LED $&/R D) M2 MRS IE W
Vibration test: 10~55HZ, amplitude 0.35mm, Sweep cycles in each direction 10 times. Then

ATHEFIR . SR RETCRIR . B LA LIRS, A1 EE )R

test its appearance, LED and electrical specification. The appearance should have no

scratches, burrs and other mechanical damage, metal parts rust should have no corrosion.

Insulation test has no breakdown or arcing phenomenon. LED indication function and electrical

performance work normally.
5 BIERYE: mEN 1K, SLKEERN 20mm KIEAR, 6 PNEE, SR 1R, KkER

FAIM . 2L . RN ThRE M IR RES

M o

ATEFI, AVERERN 2 ER . SMULTCR AR, PR

Drop test: from 1M, the test platform is the hardboard with 20mm thickness. 6 surface, once in

each direction. Then test its appearance, Dielectric strength, LED and electrical specification.

The appearance should have no damage, no abnormal noise inside; metal parts rust should

have no corrosion. Insulation test has no breakdown or arcing phenomenon. LED indication

function and electrical performance work normally.

7 SMUER Appearance requirements
75 AP R T T RIC R, B MU, L ENR RN, Hh 4R 0 TSR

Charger case should be smooth and have no scratches, burrs and other mechanical damage,

complete and clear screen, the exposed metal parts has no rust

8 A5 E & Volume And Weight

8.11&#! Volume

L 119* W 61 *H38 mm3

8.2 # & Weight

net: 54g
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HiFEFR#E Sampling Standard
7 A E K 2R MIL-STD-105E ARl LA A 77 R I 2 AR TR, O P B .
o PR A AR R A% R SR AT

Product sampling reference MIL-STD-105E standards to meet the company's products quality

inspection of the sampling plan, and implement strict supervision. It also can be based on the

customer’s requirements.

10 &.2% Packing

7ok AT EC B B, BAR Ry snT 2 P RAT

Product can be packed with blister. Packing can be customized

11 EHERZE Caution

1. R 7e A i 2 (T BCE 1 AC i& e 4% -
Please use the accessory AC adapter
2. ANAT DAEE A T R4 T N T R AA/ R R
Only suitable for 7-8 series square NI-MH battery.
3. ANHITE RS 40°CHAER A FA TE F g 0 Bt 7e W s AN 35°C LU HOFMIE R 78 H,  RLUAE 78 AL RIS
AR R, BIEFRSR, ERCH.
Do not use the charger to charge when temperature is over 40°C, temperature below 35C is
recommended. It is normal that there is some heat when battery was fully charged.
4. 70 FL IR T 28 7 AR K
Far away from heat and fire.
5B ZIFERR . ol A T kKPR B r s P A 78 H 2 L H it
Do not use the charger under the environment of acids, alkalis, and corrosion.
6. 15 2R 78 AR HE K Bk, DL %0 51 D 2 4 i)
Do not place the charger into rain or water, or may cause problems.
7B71 AATIRIT e B AR eI, LA R AR SE .
Do not disassemble charger and battery, to avoid danger.
8. AN /INMZ M A T B AR B 20K 78 R AT B/ P e i 2 b Ty, PSR A fa
Do not let children use the charger alone. Please place the charger out of the reach of children,

or it may cause dangerous.
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