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ABOUT

Ryder electronics is a highly integrated professional electronic power solution provider.A high
tech company that devoted in the design,manufacture, marketing,after-sale service of intelligent
rechargeable batteriesbattery chargersbattery management systems,electronics power
resources products and related supporting products.

Ryder is located in Longhua district,Shenzhen Special Econonic Zone,neighbors on Hong Kong
and near Macau.The transportation is very convenient. At the beginning of 2012 Ryder covers
over ten thousand square meters for production.Our products have been wildly used in various
fields,such as wireless telecommunication,geological explorationmedical and health care
equipment,electricity powered toys,digital products.Now we have provided professional battery
power solutions and OEM services for customers from America,Japan,Korea,European,Middle
East and Latin America.

Our company, self-disciplined and social commitment,take a customer first and people oriented
management,make developping technologies and serving the society as our responsibility. We
take providing all mankind reliable and environmental friendly electrical power solution as our
mission,dedicate to be a world leader in rechargeable battery and electronics power resources
field.Choose Rydertrust Ryder,we will make progresses and win a better future together!
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SLOT CHARGER



Advanced MCU control independent charging channel with power display
Short—circuit protection & timer control

Charging multiple batteries simultaneously
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Reverse polarity protection

ZEER
Automatically stop charging Over temperature protection



4 Channels Smart Fast
Charger

Zero Electric [Two,
Activation h

Features :

Two hours fast charging | Wide range voltage | OV electric activation
LCD display Independent channel | Automatically stop charging

Two Hours

Fast Charging : When 1-2pcs AA batteries are charging, it will
automatically turn to 1A speed mode for fully
charged within 2 hours

Wide Range

LCD Display Voltage : Support 100V-240V input

Zero Electric
Activation : 20mA micro current pulse wake-up activation for
batteries that are in the sleep mode with low voltage

Independent
Channel : Single channel technology, 1-4pcs batteries
charging at the same time

Automatically
stop charging : Integrated high precision

Independent channel design, 1-4pcs batteries
can be fast charged winthin two hours, Foldable plug to save space
saving charging time efficiently

LCD display design makes it easier to know the

battery status

Specification

AC Input : 100V-240V AC 50Hz/60Hz
DC Output : AA:1.2V 1000mA*2, 500mA*4

AAA:1.2V 500mA*2, 250mA*4
Battery Type : 1.2V Ni-MH/Ni-Cd

Typical Output :AA  1000mA
AAA 500mA

Dimension 1 115x69x27mm
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Automatically stop charging Over temperature protection Reverse polarity protection Multi-function Pre-charging



Fully Compatible Smart
Charger
e

ate Custom
Compatibility Parameter
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Features :

Pre-charging | 36° constant temperature fast charge | Charge | Discharge
refresh | Capacity test | Internal resistance test | Battery storage

Can be connected with the computer, directly view the battery charge
and discharge curve, online voltage, offline voltage, real-time internal
resistance charge and discharge capacity and other information.

Support setting charging and discharging parameters.

Four buttons functions:

Mode : Charging | Discharging | Battery refresh | Internal
resistance test capacity test | Long press for 3
seconds to turn ON/OFF the backlight

Display : Voltage | Current | Discharging capacity | Charging
Capacity working time | Internal resistance long
press 3 seconds to open / Closed backlight

Current : 100mA | 200mA...... (In multiples of 100) 2000mA
Press and hold the current button to turn on the power,
and the factory setting will be automatically restored
after the screen is displayed
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Mixed

Arbitrar

Interconnaction

Can be connected with the computer, directly view

Cha_rggi’n? Discharging, Refreshing, Capacity the battery charge and discharge curve, online

Slot : Single selection | Full selection | Repetition
Press and hold for 3 seconds to enter the custom mode
(Please read the product manual for detailed settings)

Independent channel to support arbitrarily

testin, ernal resistance testing, Battery ite H e i ) . f g 4 e
4 ge, offline voltage, real-time internal resistance, mixed charging with LCD displa: Specification
storage and many other functions charge and discharge ¢apacity and other information e PR P
AC Input : 12V 2A/3A
DC Output : DC4.35V 100mA-2000mA

DC3.65V 100mA-2000mA
DC4.20V 100mA-2000mA
DC1.48V 100mA-1000mA
DC5V  1000mA

Battery Type : 8.7V Li-ion batteries including
26650,22650,26500,18650,18490,17670
17500,17355,16340,14500,10440,21700

Dimension 1 97x152x40mm
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Automatically stop charging Over temperature protection Reverse polarity protection



RYD-005 CH-RMUO005-01

Smart Charger Features :
Compatible With All
Size Of Batteries

Wide compatibility | Dual fireproof measures | Independent charging
channel | Automatic stop charging | Smart fast charging

Smart Fast Charging : Compatible with 26650/22650/26500/18650
18490/17670/17500 / 17355/16340/14500

10440/C/D/AA/AAA/6F22
D Independent
Charging Channel : Single channel charging technology supports
LCD indepedent charging each channel
Display
AA
AAA Automatically Stop

Charging :FIT charging technology, CC/CV, Dual
detection program for accurate detection,
charging saturation>90% without any harm
to the battery

Arbitrarily Mixed
Charging

Product Description

Specification

Indegendent charging channel: Suitable for 1- 4
pcs batteries, two hours fast charging can save
more charging time.

Designed with LCD display,

allow people to know SOC easily Foldable cover design to save space

DC Input :DC 12V=1A
DC Output :DC 4.2V / DC 3.6V / DC 1.48V
425mA * 4,850mA * 2

Battery Types : Li-ion/LiFeP0O4;18650,14500(AA),10440(AAA);
Ni-MH/Ni-Cd,AA,AAA,C,D,9V

Dimension : 165x146x63.5mm




Multi-slot Smart FSE RoHS
Charger -

Independent charging channel : Can charge batteries with different specs and
capacity at the same time

0V Battery reactivating : Can activate the dormant battery by 20mA
pulse current
MCU Smart chip : Test the battery voltage, current , temperature,
E resistance in each every 6 seconds frequency

0V Battery

Reactivating|
Specificatio

|-

8 Slots AA/AAA Ni-MH Smart LCD Display Charger

LCD Display| DC Input :12V=1.0A
Output : AA: 1.2V 500mA*8; AAA: 1.2V 250mA*8
Dimension :170 * 105 * 30mm
AA 12 Slots AA/AAA Ni-MH Smart LCD Display Charger
ﬁAA DC Input :12V=1.5A
e Gherong Output : AA: 1.2V 500mA*12; AAA: 1.2V 250mA*12
Dimension 1204 * 98 * 30mm
16 Slots AA/AAA Ni-MH Smart LCD Display Charger
DC Input :12V=2A
Output : AA: 1.2V 500mA*16; AAA: 1.2V 250mA*16
Dimension : 306 * 105 * 30mm

O00C0A66

16 Slots AA/AAA Ni-MH Smart LCD Display Charger
CH-RMH300-01

8 Slots AA/AAA Ni—-MH Smart LCD Display 12 Slots AA/AAA Ni-MH Smart LCD Display Cl
CH-RMH241-02 CH-RMH280-02
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Features :

Independent charging channel | Voltage detection | Reverse polarity protection
Automatically stop charging | LED display

Independent Charging Channel : Each slot designed with independent charging
circuit, can charge different capacity batteries
at the same time without interference.
Voltage Detection : Advanced MCU control, accurately detects the Q ﬁ J g e
battery voltage, protect the battery from
Over—charge, over—discharge,over-voltage,
and over-current. W
Specification @ 6 0 G 5 5 !
L7k L0
- - -
.
2 Slots 9V Ni-MH LED Display Smart Charger

- Rvosarr’
DC Input : 100-240V AC 60/50Hz b () E'
Output : 9V 100mA*2

Dimension : 60 * 80 * 52mm | 5 e
4 Slots 9V Ni-MH LED Display Smart Charger - Rm ‘ ‘
DC Input : 12V 500mA

Output 19V 100mA*4

Dimension ~ :119 * 61 * 38mm Ryogarr’
10 Slots 9V Ni-MH LED Display Smart Charger

DC Input : 12V 1500mA

Output 19V 100mA*10

Dimension : 145 * 100 * 23mm

OO0COA6R

10 Slots 9V Ni-MH/L-ion LED Display Smart Charger
CH-RMH260-02

4 Slots 9V Ni-MH/L-ion LED Display Smart Charger 2 Slots 9V Ni-MH/L~-ion LED Display Smart Charger
CH-RMH220-01 CH-RMH201




RYD-Li100

: Micro USB DC5V1A

Input Power

Output Current : 500mA

Dimension $112* 38 * 30mm
Supported
Battery Type  : 1.2V Ni-MH
1.2V Ni-Cd
3.2V LiFePo4
3.7V Li-ion
3.85V Li-ion

RYD-Li200

: Micro USB DC5V1A

Input Power

Output Current : 1000mA

Dimension :112* 60 * 30mm
Supported
Battery Type  : 1.2V Ni-MH
1.2V Ni-Cd
3.2V LiFePo4
3.7V Li-ion
3.85V Li-ion

Input Power  : 100-240V 50/60Hz
12V-24V  0.6A Max

Output Current : 4.2V 500mA * 2

Dimension 1 134 %60 * 27mm

Supported

Battery Type  : Li-ion 18650 / 18500
14500 / RCR123A(3.7V)

CH-RMUO001-01

Input Power  : AC 100-240V DC 12V.
Output Current : 4.2V/3.6V/1.48V
Dimension :95%135 * 42 mm
Supported

Battery Type  : NI-MH/NI-Cd : AA, AAAC

SUB-C, Li-ion / LiFePo4
18650 / 14500 / 26650
22650, etc, RCR123A,
3.0V/3.2V LiFePO4 battery

Input Power  : 100-240V
50/60Hz 12V2A
Output Current : AA1.2V/250mA
AAA1.2V/100mA
Dimension :195* 100 * 27mm
Supported
Battery Type  : 1.2V Ni-MH
1.2V Ni-Cd
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Input Power :DC, 5V-1.0A

Output Current  : 300mA * 4

Dimension :70*25*88 mm

Supported
Battery Type : 1.2V Ni-MH

1.2V Ni-Cd

JBCO19-11

Input Power : 12V/500mA

Output Current  : 4.2V250mA * 4

Dimension

Supported
Battery Type  : 1.2V Ni-MH
1.2V Ni-Cd
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JBCO010-11

Input Power  : 220-230V 50Hz
12V-24V  0.6A Max

Output Current : AA/AAA 1.2V 150mA

:100-240W
50/60Hz

Input Power

Output Current : 1000mA

Dimension Dimension :112 x 60 x 30mm

Supported
Battery Type  : 1.2V Ni-MH
1.2V Ni-Cd

Supported
Battery Type  : Ni-MH AA/AAA

JBCO007-21

Input Power  : 100-240V AC 60/50Hz
Output Current : 1000mA*2/500mA**2

CH-RLi241-02

5V 500mA

Input Power ~ :12V 1A
Output Current : 4.2V 1A*2
Dimension : 130*60*32mm
Supported

Battery Type  : 18650 Li-ion battery
14500 Li-ion battery

Input Power

Output Current  : 4.2V 400mA

Dimension

Supported Dimension : 91%80*27mm

Battery Type  : Ni-MH AA/AAA

Supported
Battery Type :3.7VRCR123A
Li-ion Battery

- e e
Li-ion RCR123A MR
Rrogsr; Input Power : 12V 500mA % Input Power 12V 500mA /
-
L S Output Current : AA1.2V/500mA*4
1‘ — -\.‘ Output Current : 12V +5% AAAT1.2V/250mA*4
i { ] Rt i i
1 I Dimension : 83 x 44 x 27mm e ‘“3'“{ g ?QCAQE%::I::Cherglng
Supported ¥ Dimension  : 108+68.5*25mm
Battery Type  : 3.7V Li-ion Supported

Battery Type  : 1.2V Ni-MH
1.2V Ni-Cd




WIRE CHARGER



Power display
Advanced MCU control
Automatically judging battery voltage

Short—circuit protection & timer control







Product description:
1-4Cells Li-polymer/LiFePO4 Balance Charger

Specification:

DC Input:16V 1.5A
Output:3.6V-16.8V 1A

Suitable for 1-4 cells Li-polymer/LiFePO4 battery pack

Build-in auto-balance circuit for unbalanced battery pack

Full protection for short-circuit & reverse polarity & over temperature
Auto detection of defective battery

LED indicate charging status

Can repair severely unbalanced battery pack

Compatible with 3.2V LiFePo4 battery and
3.7V li-polymer battery

1y |
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MUC intelligent detection, effectively distinguish
bad battery & battery reverse-connection state

14
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Product DESCRIPTION  : 25-6S Ni-MH Smart Charger
Specification : AC Input: 100-240V AC 60/50Hz
Output: 2.4V-7.2V 0.9A/1.8A
Features : Suitable for Ni-MH 2-6 cells battery

packs in RC car,RC airplane,RC helicopter,|
airsoft gun,etc;

Advanced MCU control &-AVfunction

&5 hours timer control;

Ramp-up function for over—discharge
battery pack;

Full protection for short—circuit &

reverse polarity & over temperature;

Auto detection of non-rechargeable
battery & defective battery;

O0C06H

Product DESCRIPTION  : 7S-8S Ni-MH Smart Charger

Specification : AC Input: 100-240V AC 60/50Hz
Output: 8.4V-9.6V 600mA
Features : Suitable for Ni-MH 2-6 cells battery

packs in RC car,RCairplane,RC helicopter,
airsoft gun,etc;

Advanced MCU control &-AVfunction
&5 hours timer control;

Ramp-up function for over-discharge
battery pack;

Full protection for short-circuit &

reverse polarity & over temperature;
Auto-detect of non-rechargeable

battery & defective battery;
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Product DESCRIPTION  : 55-10S 1A/2A Ni-MH Smart Charger

Specification : AC Input: 100-240V AC 60/50Hz
Output: 6V-12V 1A/2A
Features : Suitable for Ni-MH 5-10 cells battery

packs in RC car,RC airplane,RC helicopter,
airsoft gun,etc;

Advanced MCU control &-AVfunction

&5 hours timer control;

Ramp-up function for over-discharge
battery pack;

Full protection for short-circuit &

reverse polarity & over temperature;
Auto-detect of non-rechargeable

battery & defective battery;
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Product description
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: 1-4cells Li-ion/Polymer Smart Charger

Specification : AC Input: 100-240V AC 60/50Hz
Output: 3.7V-14.8V 0.5A
Features : Suitable for Li-ion/Li-polymer 1-4 cells

battery pack;

CC-CV charging & advanced IC control;
Switch button for 3.7V,7.4V,11.1V,14.8V
battery pack;

Full protection for short-circuit & reverse
polarity;

Two color LED indicates charging status;
Universal AC input for worldwide use;
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Product description :12.8V 4A LiFePO4 Battery Charger
Specification : AC Input: 100-240V AC 60/50Hz
Output: 12.8V 4A
Features : Smart charger for 12.8V 4—cel LiFePo4

battery pack;

Do not charge battery pack with capacity
less than 4000mAh;

Full protection for short-circuit & reverse
polarity&over temperature;

LED indicate charging process;

0 40100

Product description :12.8V 10A LiFePO4 Battery Charger

Specification : AC Input: 100-240V AC 60/50Hz
Output: 12.8V 10A
Features : Smart charger for 12.8V 4—cel LiFePo4

battery pack;

Do not charge battery pack with capacity
less than 10A;

Full protection for short-circuit & reverse
polarity&over temperature;

LED indicate charging process;

80200006









SHENZHEN RYDER ELECTRONICS CO., LTD.
® Bldg. C, Huaming industrial Park, Langkou, Dalang, Longhua, Shenzhen
518109, Guangdong P. R. China.

® manager@ryderelectronics.com
©+86-755-32903785 / 32903801 / 32903802
® +86-755-32903781







www.ryderelectronics.com



